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The high capacity KRONE short chop loading wa

� Wide galvanised pick-up with five rows
of tines and central height adjustment

� Feeler wheel height adjustment carried
out on central lever

� High performance crop conveyor rotor
with 4 or 6 cam driven feeder rakes

� Low power consumption, quiet, smooth
running with low wear and tear 

� Up to 35 knives maximum with a choice
of 0, 4, 9, 18 or the full set via the cen-
tral knife selector.

� Fully automatic safety knife knock-out
and knife changing without tools.

� Patented fully automatic floor conveyor
chain tensioner

� Automatic floor conveyor load cut-off
stop

Impressive features

Strong, quiet and smooth running –
optimum forage quality

The KRONE high performance cutting and conveyor rotor with
either 4 or 6 feeder rakes carefully handles the crop giving high
output and optimum forage quality. The staggered rakes on the
crop conveyor guarantee an even flow.



Absolutely safe: the fully automatic safety knife knock out system protects the kni-
ves against damage. On the ‘’all in’’ models the knives can be hydraulically pushed
back to quickly clear any blockages in the feed system.

Nice and short: the 35 knives in two banks give exact power saving chopping. The
double tines are staggered on the conveyor rotor given an even crop flow and hence
smooth running with low power requirement.

Patented and simple: the KRONE central knife selection allows the handy pre-
selection of knives (0,4, 9, 18 or 35) and leads to a quick and simple adjustment of
the chop length.

Shortest chop: with a theoretical chop length down to 40 mm for the highest quality
of silage and the knife numbers changed in an instant to increase the chop length
ensuring no loss of time or output.

Short cutting 

made easy!

ing wagon



A clean sweep

One lever for both wheels: the single central height adjustment lever allows quick
and easy setting of the pick-up to the conditions. The fine graduations ensure the
optimum height is possible  - that’s convenience KRONE-style.

A tidy affair: the ample proportioned galvanised pick-up, side mounted feeler
wheels and top crop guard ensure nothing is left behind, even at high speeds. So
crop collection is a smooth and straightforward affair, no hassle.

The pick-up capacity of the KRONE loading wagon is a tidy affair –
quite literally! Five rows of tines on the galvanised pick-up and
pneumatic feeler wheels ensure a long service life. The trailing
suspension ensures the cleanest of pick-up with no crop loss, even
over the most uneven of ground contours.

Simple operation: the PTO shaft fitted with wide angle joint and ratchet clutch
safety cut-out copes with tight corners and foreign obstacles. All parts are sourced
from quality suppliers with a reputation for excellence.

Clean pick-up



KRONE-technology: thanks to the patented fully automatic floor chain tensioner
down time and maintenance costs can be kept to the utmost minimum doing away
with any manual adjustment at a busy time.

For the heaviest of loads: the floor conveyor is manufactured with high tensile,
hardened chains with 10 mm link diameter and a braking strain of 12.5 tonnes.
Guide runners on the floor make for safe operation and a longer service life.

Just the job: the articulated draw bar with twin hydraulic cylinders can lift even the
heaviest of loads. Giving a ground clearance of up to 750 mm the wagon can easi-
ly be driven over steepest of silage clamps.

Forage contamination: not possible thanks to the four additional feeler wheels
mounted behind the pick-up and narrower than the tractor wheel track to maintain
a constant working height even in soft ground or wheel ruts 

That does the trick

Floor conveyor 

technology – proven

over generations
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Maximum operational convenience: control of the hydraulic floor conveyor 
drive with it’s automatic load cut-off is handily located at the rear of the vehicle 
enabling the discharge to be simply and quickly adjusted exactly as required.
This makes it especially useful when matching the discharge rate to blowers and
conveyors, etc.

A professional's dream: the KRONE short cut feeder wagon from the
Titan 4/32 L series offers state-of-the-art harvesting and loading
technology, specially oriented to meet the requirements of smaller
enterprises. A 100% reliable loader wagon for low-cost high
performance collection of green forage, silage and dry forage with 
a variety of tried and tested details. The wagon has four corn driven
feeder rakes and a capacity of 32m2 with dry forage.

Practical: the KRONE support wheel
for the 4/32 L, keeps the wagon 
steady and can be easily moved as
necessary.

Completely under complete control:
sensors inform the driver whether the
tailgate is properly secured.

for powerful, low-risk forage ga

Maximum safety

and operating 

convenience



Smooth and noiseless, with low power consumption: in the Titan 4/32 L the high per-
formance conveying and cutting system works with four off-set can driven feeder
rakes. The linkage control with roller bearing-mounted connecting rods guarantees
smooth running and maximum operational safety.

Thanks to the tandem axle that comes as standard with the Titan 6/48 L, road trans-
port is fast and safe - at up to 40 km/h. This high performance Titan also has a
collapsible dry goods cage.

Everything to hand: the KRONE ope-
rating console with electromagnetic
standard operation is uncomplicated
and convenient.

Optional: the collapsible top cage is raised via hydraulic cylinder. When folded
down, it passes under barn and yard entrances with ease.

age gathering

A wide opening for large quantities:
the exceptionally robust, hydrauli-
cally activated metal rear door
guarantees fast unloading.

Room to spare!
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Room for all: the KRONE-Titan GL “all-in’’ high performance loader wagon with
its all steel design offers safe and risk free forage collection. The 48 cu.m (dry
material) Titan 6/48 optimises all available space and the list of standard featu-
res is equally impressive to meet any challenge even in round the clock opera-
tion. High quality all steel design, hot-dip galvanised components and durable
plastic coatings ensure a long service life and a high resale value.

Easy in and out: the side entry hatch with step allows for easy access. The ‘’all-in’’
models complete package of standard features makes it especially impressive
even for professional use. The package includes electromagnetic monitoring,
portal tandem axle, automatic reversing and much, much more.

Heavy forage? Fast unloading is no pro-
blem for the hydraulic floor conveyor
drive with fully automatic shutdown
device.

As standard: the central oil lube for the
main drive and pick-up reduces main-
tenance times and increases service
life.

top performers in the fiel

Reduced 

maintenance and

higher longevity



Standard from KRONE: the robust sliding top makes full use of the available space
and unloads in a flash.

High standards of quality: made in Spelle, Germany the all-steel superstructure, hot
dip galvanising and plastic coating ensure the highest robustness and an extreme-
ly long service life. That’s ‘’all-in’’ pioneering technology with all the extras needed
for professional use.

Masses of room: with a loading capacity of up to 48 cu.m the Titan “all-in” offers
a cavernous loading space and the wide opening tailgate allows for the fast and
unobstructed unloading of huge quantities of collected forage.

the field and the yard

Uncomplicated and functional: the clearly laid out operational console gives fast
and convenient electromagnetic control over all functions. KRONE offers the sim-
plicity of operation comfort that professionals demand.

Everything visible,

everything 

under control



Standard on the Titan 4/32 L: with a single axle on
1.77 m track width and automatic reversing but
also the optionally available wide tyres can reduce
ground compaction in soft going.

Travel safely on the road: not only does the portal axle with 40 km/h running gear
and automatic reversing allow for safe road travel but also gives superior perfor-
mance on and around the silage clamp.

For gross weights of up to 12 000 kg: then choose
the sprung tandem axle with wide wheel track and
air braking system with ABS.

High speed travel with the Titan

Optional tandem axle with twin line air braking allows for loads up to 9000 kg and
speeds up to 40 km/h.

Tandem axle design

allows for speeds 

up to 40km/h



Technical data 

Type Titan 4/32 L Titan 6/40 L Titan 6/40 GL
„all in“

Length mm 7 890 8 235 7 865

Width mm 2 390 2 500 2 355

Height mm 3 110 3 310 3 460

Height collapsed mm 2 330 2 395 2 900

Pick up width (DIN 11220) mm 1 600 1 700 1 700

Smallest tyres 11.5/80–15.3/10 PR 15.0/55-17/10 PR 15.0/55-17/10 PR

Largest tyres 500/50-17/10 PR 500/50-17/14 PR 500/50-17/14 PR

Capacity (dry materials) m3 32 40 40

Capacity (DIN 11741)  m3 22 26.5 26.5

Allowable total weight tonnes 5.63/6.0 6.0/8.0 8.0/9.0/12.0

Allowable support weight
maximum parking wheel weight kg 800/1 000 1 200 1 200

Power consumtion  app. kW/HP 37/50 60/80 60/80

Type Titan  6/48 GL Titan 6/42 GD
„all in“ „all in“

Length mm 8 655 9 245

Width mm 2 355 2 480

Height mm 3 460 3 405

Height collapsed mm 2 900 2 870

Pick up width (DIN 11220) mm 1 700 1 700

Smallest tyres 15.0/55-17/10 PR 15.0/55-17/10 PR

Largest tyres 500/50-17/14 PR 500/50-17/14 PR

Capacity (dry materials) m3 48 42

Capacity (DIN 11741) m3 30.5 26.5

Allowable total weight tonnes 8.0/9.0/12.0 8.0/9.0/12.0

Allowable support weight
maximum parking wheel weight kg 1 200 1 200

Power consumtion app. kW/HP 66/90 66/90

All illustrations, dimensions and weights do not necessarily correspond to the series fabrication type and are non-binding.

All illustrations, dimensions and weights do not necessarily correspond to the series fabrication type and are non-binding.
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Big square balers Precision chop forage harvester

The Krone agricultural machine range:
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Round balers

Rotary tedders

Self-loading wagons

Rotary rakes

Mower conditioners

Dual purpose loading wagons

Baler-wrapper combination

Disc mowers

Hay & Forage Technology


