
A round baler that really does 
come up to scratch!

Smooth running: The KRONE tandem bogey axle not only ensures perfect sward
protection but also a smooth and safe travel - gentle on both man and machine.

Different uses require differing variations in specifica-
tion. In order to meet all the requirements in full,
KRONE Round Packs come in a multitude of running
gear variants. The tandem axle stands out from the
crowd with its excellent smoothness of travel, offering
more comfort, a real advantage in cases where fast and
long journeys on poorly surfaced roads and tracks is
necessary. Moreover, the ground force is shared, not on
two but four wheels sparing the sward and making
towing the machine easier. A single axle on large tyres
can be effective on wet, soft soils and in tight opera-
ting areas where frequent turns are required.
Compressed air brakes, or a hydraulic braking system
as a potential variant, provide additional safety for fast
travel and on slopes.

Driver safety considered: A compressed-air braking
system is available to order for all RoundPack balers
or, as an alternative the machines can be fitted with
hydraulic brakes.

Choice of tyres: All equipment should be suitable for arduous operating conditions
in order to ensure perfect work. KRONE offers a multitude of different tyre variants
with the 600/50-22.5 tyres shown in the picture proving to be especially effective
on wet and soft soils.

Comfort factor

from the 

tandem axle



Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Stra§e 10, D-48480 Spelle
Postfach 1163, D-48478 Spelle

Telefon: +49(0)5977 / 935-0
Telefax: +49(0)5977 / 935-339
info.ldm@krone.de
www.krone.de

� � � The KRONE agricultural machinery range:

Disc mowers

Rotary tedders

Rotary rakes

Self-loading wagons

Dual purpose loading wagons

Round balers

Baler-wrapper combination

Big square balers

Mower conditioners

Precision chop forage harvester

Technical specification may alter without prior notice,
some photographs may show optional equipment.
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Hay & Forage Technology



EN

� � � Fixed Chamber Round Baler

� � � 1250 / 1550



HereÕs the proof!

Round Pack Ð perfect in silage, hay a n

¥ Fixed bale chamber
Round Pack 1250: bale diameter 1.25 x 1.20 m

Round Pack 1550: bale diameter 1.55 x 1.20 m

¥ Completely enclosed bale chamber with a continuously
rotating chain & slat elevator:

Ð outstanding performance in silage, hay and straw
Ð bale always turns
Ð tight, solid bales
Ð impressive bale density
Ð minimal rolling losses
Ð low power consumption

¥ Galvanised pick-up with five rows of tines and 
1.95 m working width in keeping with German
standard DIN 11220

¥ Feed or cutting rotor Ð hydraulic reverser as an
option on MultiCut models

¥ Automatic chain lubrication system
¥ Huge storage space for ten balls of twine or

two rolls of net wrap 
¥ "Medium" or "Comfort" user-friendly control

units with automatic twine tying
¥ MultiCut chopping system with a choice of

settings: 17-15-7-0 knives
¥ Hydraulic knife retraction
¥ "Non-stop" fully automatic foreign body

safety protection
¥ KRONE Mini-Stop bale ejector with

collection plate for more bales per hour
¥ Tandem axle if specified



ay and straw



Excellent bale productivity in silage, hay and straw combined
with a problem-free operation and complete ease of use -
these are the outstanding characteristics of KRONE fixed
chamber round balers. The modular construction facilitates an
individual build-up of the balerÕs specification enabling it to
be configured to oneÕs future requirements. Optional equip-
ment, such as MultiCut, the rotor fed chopping system,
double twining or net wrap system, bale ejector with the
Mini-Stop collection plate, tandem axle and a choice of
"Basis", "Medium" or "Comfort" operating controls make
these machines extremely efficient and meet every require-
ment.

The broad pick-up is fitted with lateral feed augers. The large working width of
1.95 m, in keeping with German standard DIN 11220, offers advantages in
corners and curves. This pick-up operates oh so cleanly.

With its five rows of tines, the galvanised pick-up cleanly lifts even the shortest of
crops. Automatic chain tensioning, pneumatic guide wheels and hydraulic lift are
all part of the standard equipment

Leaves nothing

behind

Use the KRONE benefits to your advan ta g

On a sound footing: A robust, height-adjustable parking jack with an integrated
folding step for use when taking the round baler off the tractor. The spindle allows
for an infinitely variable adjustment.



Straight hitch, lower link or pick-up hitch: The drawbar can be infinitely adjusted in
height by means of the notched segments. When wanting to switch from a
straight hitch to the lower position of a pick-up hitch, when changing over tractors
for example, creates no problem for the KRONE drawbar.

Full power! The main gearbox (540 rpm) is integrated into the frame and
positioned in the centre. Drives on either side ensure direct, short transfer paths
and optimal distribution of power.

Even without the cutting system, KRONE Round Pack 1250 and 1550 fixed
chamber balers are equipped with a feed rotor between pick-up and bale
chamber as a standard feature. This continuous feed increases the capacity and
performance.

Round and round: A smooth and continuous crop flow is guaranteed with the
roller crop guide. No bulldozing of the crop in thick, irregular swathes and hence
always a full performance at optimum pick-up capacity.

van tage

Quick, positive

force-feed



Under pressure: The tensioning system of the chain & slat elevator operates
completely automatically. A large tensioning range is available for the springs
ensuring the ideal chain tension at all times increasing the service life and
rendering additional safety.

The KRONE concept of a completely enclosed bale chamber with a
chain & slat conveyor has been put to use, with outstanding success
throughout the world for decades, in many different conditions in
silage, hay and straw. KRONE round balers are thoroughbred win-
ners and lead the market in many countries. The undeniable forte of
this technology is evenly shaped, solid bales and in operation the
bale always is kept turning Ð even in the shortest and driest of
crops. Minimum rolling losses, reduced dust development and of
course the low power consumption are added bonuses and yet, in
addition, these round balers convince throughout with their
functionality and simple design.

Safe bale start: Not only is the Round Pack equipped with a starter roller fitted with
additional strips for grip, but also with an upper spiral roller with scraper bar. This
ensures fast bale starting and an optimised pressing process.

KRONE chain & slat conveyor Ð for rock- so l






















